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Abstract
We present a strategy for obtaining numerical solutions to a system of nonlinear, coupled
evolution equations describing volume transitions in stimulus-responsive hydrogels (SRHs).
The theory underlying our sharp-interface model of phase transitions in SRHs is provided
along with the assumptions leading to the specialized formulation that is the starting point
for the numerical method. The discrete formulation is then developed with a hybrid eX-
tended Finite-Element/Level-Set Method (XFE/LSM). Domain-integral methodologies are
used consistently to extract interfacial quantities such as the mechanical driving traction,
the jump in the normal component of the solute ﬂux, and requisite geometric information.
Several benchmark studies are provided to demonstrate the accuracy and robustness of
the numerical strategy. We then investigate various features of SRH kinetics including the
regimes of unstable and stable phase transitions, surface pattern formation, and bulk phase
separation.
Keywords: Extended ﬁnite element; Level set; Hydrogels; Conﬁgurational forces; Sharp
interface
1 Introduction
A hydrogel is a cross-linked, macromolecular polymer network immersed in a solvent.
Stimulus-responsive hydrogels (SRHs) are synthesized to exhibit large, reversible vol-
ume changes in response to relatively small changes in environmental stimuli. Much of
the current interest in these materials is motivated by microscale applications because
diﬀusion path-lengths at those scales enable actuation times on the order of millisec-
onds. Recent examples of such applications include microgel drug carriers/pumps for
therapeutic biomedical applications (Eichenbaum et al., 1999), autonomous microﬂuidic
actuators (Beebe et al., 2000), and optical switches (Pardo-Yissar et al., 2001). While
applications and experimental studies of miniaturized SRH-based systems continue to
emerge, predictive models and associated numerical strategies have lagged.
Many models for SRH swelling are based on a collective diﬀusion assumption origi-
nally proposed by Tanaka and Fillmore (1979). Though capable of providing predictions
that are consistent with experiments, collective diﬀusion does not explicitly account for
experimentally observed phase interfaces separating swelled and collapsed phases. More
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recent eﬀorts by Tomari and Doi (1995) (see also Tomari and Doi (1994)) have employed
sharp-interface assumptions and Flory–Huggins type free-energy functionals to describe
SRH kinetics. In previous work (Dolbow et al., 2004), we presented a continuum-based
sharp-interface model for chemically-induced phase transitions in SRHs. Using an eX-
tended Finite-Element/Level-Set Method (XFE/LSM), we studied the transition kinetics
of spherical gel specimens. The key results of our analysis include breakthrough curves
delineating ranges of stable, two-phase states, and the numerical conﬁrmation of experi-
mentally observed swelling times proportional to the square of the specimen radius.
The eXtended Finite-Element Method (X-FEM) augments a classical set of piecewise-
polynomial shape functions with local, generally non-polynomial functions possessing
desirable approximation properties in the vicinity of a feature of interest. This concept
was ﬁrst introduced by Duarte and Oden (1995) in the context of an hp-adaptive mesh-
free method and by Melenk and Babusˇka (1996) in a Partition-of-Unity Finite-Element
Method. Subsequent to the introduction of discontinuous enrichment functions for mod-
eling crack growth by Belytschko and Black (1999), many new extensions and applications
have been examined using the X-FEM. The coupling of the method with the Level-Set
Method (LSM) was ﬁrst proposed by Sukumar et al. (2001) to represent the geometry of
stationary voids and material interfaces independently of the ﬁnite element mesh. The
basic concepts were later adapted to the simulation of evolving phase interfaces by Merle
and Dolbow (2002), Ji et al. (2002), and Chessa et al. (2002). An analogous method,
using non-conforming basis functions, was also proposed by Rao et al. (2000). The
coupling of the two methods facilitates the simulation of an evolving interface using the
enrichment functions to capture the local solution and the level-set function to implicitly
represent the geometry of the interface; no remeshing is required.
In this work, we present a methodology to investigate unstable interfacial evolution
in SRHs with the XFE/LSM. The strategy extends many of the concepts introduced by
Dolbow et al. (2004) to multi-dimensional problems, with a number of important modiﬁ-
cations. One of the critical issues concerns the coupling of the primary ﬁelds—the motion
and the diﬀusion potential—through the normal conﬁgurational force balance. Previ-
ously, we neglected transition kinetics on the interface, and used a Lagrange multiplier
to enforce the resulting Dirichlet constraint for the diﬀusion potential. The multiplier
was subsequently interpreted to extract the jump, across the interface, of the normal
component of the solute ﬂux. Subequently, we have identiﬁed a number of concerns
with such an approach, particularly with regard to the simulation of unstable interface
evolution. First, constructing approximation spaces for the primary ﬁelds and the mul-
tiplier satisfying an inf-sup, Babusˇka–Brezzi stability condition (Babusˇka, 1973) is not
trivial. As discussed by Ji and Dolbow (2004), the most convenient choice for the space
of multipliers does not appear to satisfy the inf-sup condition, whereby oscillations in the
multipliers are triggered. Second, when computed via direct evaluation of the mechani-
cal ﬁelds on the interface, the mechanical driving traction generally exhibits oscillations.
Those oscillations are not associated with a lack of stability in the mechanical problem
but, rather, are a direct consequence of allowing the interface to be oriented arbitrarily
with respect to the underlying mesh. While enrichment does improve the approximation
properties in the vicinity of the interface, it does not impart any additional smoothness
to the basis.
Recently, there has been considerable attention devoted to the development of robust
techniques for extracting discrete conﬁgurational forces from ﬁnite-element solutions.
See, for example, the techniques discussed by Steinmann et al. (2001) and Mueller
et al. (2002), which lead to expressions for “material point forces” at ﬁnite-element
nodes residing on an interface, crack front, or other defect. Since those techniques are
speciﬁc to ﬁnite-element meshes that explicitly ﬁt the geometry of the singularities under
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consideration, their adaptation to allow an enriched approximation and an interface of
arbitrary geometry does not appear straightforward. The techniques used by Steinmann
et al. (2001) and Mueller et al. (2002) do, however, have much in common with the
widely-used domain-integral methods introduced by Li et al. (1985) and those methods
have been implemented with the X-FEM to extract energy release rates along crack
fronts.
In this paper, we present a theory which accounts for the role of interface propagation
in the chemo-mechanical swelling of hydrogels. In so doing, we adopt the perspective of
Gibbs (1878), who modeled phase interfaces as surfaces across which the material proper-
ties of the bulk phases may suﬀer discontinuities and, to account for localized interactions
between phases, endowed these surfaces with excess ﬁelds. Our theory closely resembles
a theory developed by Gurtin and Voorhees (1993) for diﬀusional phase transitions in
crystalline solids. Of key importance is an interfacial equation, expressing conﬁgurational
force balance (Gurtin and Struthers, 1990; Gurtin, 1995; Gurtin, 2000), which general-
izes the Gibbs–Thomson relation arising in descriptions of alloy solidiﬁcation (cf., e.g.,
Mullins and Sekerka (1963)) and supplements the conventional equations which express
mass balance and standard force balance in the bulk phases and across the interface.
Whereas the role of dissipative transition kinetics was neglected from our previous work
(Dolbow et al., 2004), we account here for that eﬀect.
On the numerical side, we adapt the domain integral method to extract the mechan-
ical driving traction at the phase interface. Importantly, in the algorithmic setting our
adaptation does not require the speciﬁcation of an arbitrary domain size. Because the
method also recasts surface-based quantities to volume-based quantities, it eﬀectively
smoothes any oscillations in the driving traction. We use similar techniques to represent
the interfacial normal and total curvature, as well as to extract the jump in the normal
component of the solute ﬂux. Finally, we ﬁnd that the introduction of dissipative tran-
sition kinetics leads to a physically-based regularization of the theory, a regularization
which makes it possible to impose a weak statement of the normal conﬁgurational force
balance without recourse to a mixed formulation.
The paper is organized as follows. The next Section details important theoretical de-
velopments for our sharp interface model of SRH kinetics. Section 3 provides a complete
development of the theory, which extends that used by Dolbow et al. (2004) to account
for dissipative interfacial kinetics. The representation of the interface with level sets and
the variational formulation are described in Sections 4 and 5, respectively. Sections 6 and
7 describe the discretization with the hybrid XFE/LSM, including the domain-integral
techniques. The solution strategy is described in Section 8, and a number of bench-
mark studies and investigations into unstable interface growth are provided in Section 9.
Finally, a summary and concluding remarks are given in the last Section.
2 Background
Our approach to the basic theory follows closely that of Gurtin and Voorhees (1993), the
major diﬀerence being that, to account for the extreme distortions that occur during the
swelling of hydrogels, we allow for ﬁnite strains.
2.1 Kinematics
We consider a two-phase body identiﬁed with a bounded region R of three-dimensional
Euclidean point space that it occupies in a ﬁxed reference conﬁguration. Labeling the
swelled and collapsed phases by α and β, respectively, we assume that for each time
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swelled phase (Rα)
collapsed phase (Rβ)
S n
Pβ
Pα
Figure 1: Schematic indicating: portions of the regions occupied by the swelled and collapsed
phases; the evolving interface S, with unit normal n directed into the collapsed phase; a ﬁxed
control volume P, with outward unit normal m, divided by S into time-dependent regions Pα
and Pβ in the swelled and collapsed phases; and the portion Q = P ∩S of S, with outward unit
normal m tangent to S, contained within P.
t: R is separated by an interface S(t) into complementary subregions Rα(t) and Rβ(t)
occupied by phases α and β.
We assume that S is a smoothly evolving surface oriented by a unit normal ﬁeld n,
directed outward from Rα (Figure 1). An interfacial ﬁeld is a smooth ﬁeld deﬁned on S
for all time. An interfacial vector ﬁeld g is tangential if g·n = 0. For an interfacial tensor
ﬁeld H we require that
Hn = 0; (2.1)
if, in addition, Hn = 0, we then say that H is fully tangential, so that H maps tangent
vectors into tangent vectors. An example of a fully tangential tensor ﬁeld is the interfacial
projector
P = I− n⊗n. (2.2)
Each interfacial tensor ﬁeld H admits a decomposition of the form
H = Htan + n⊗h, (2.3)
in which Htan = PH is fully tangential and h = Hn is tangential.
The interfacial ﬁeld deﬁned by
K = −DivSn (2.4)
is the total (i.e., twice the mean) curvature of S. By (2.2), we then have the identity
DivSP = Kn. (2.5)
We write v for the (scalar) normal velocity of S. Let g be a ﬁeld on S. Given any
time t0 and any point x0 on S(t0), let z denote the unique solution of
dz(t)
dt
= v(z(t), t), z(t0) = x0, (2.6)
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and deﬁne

g(x0, t0) =
dg(z(t), t)
dt
∣∣∣∣
t=t0
. (2.7)
The ﬁeld g deﬁned in this manner is referred to as the normal time-derivative of g
following S. The normal time-derivative n of the orientation n and the scalar normal-
velocity v are then related by the identity

n = −GradSv. (2.8)
Also important in what follows is the interfacial transport theorem (Gurtin, 1995): for
g a smooth superﬁcial scalar ﬁeld,
˙∫
Q
g da =
∫
Q
(g − gKv) da+
∫
∂Q
gw dl. (2.9)
We assume that each bulk ﬁeld is smooth up to S from either phase. We write
[[Φ]] and 〈〈Φ〉〉 (2.10)
for the jump and average of a bulk ﬁeld Φ across S: [[Φ]] is the interfacial limit of Φ from
the phase β (the phase into which n points) minus its limit from the phase α; 〈〈Φ〉〉 is the
average value of these two limits.
We write y for the motion of the body. Basic to the theory is the assumption of
coherence,
[[y]] = 0, (2.11)
which requires that the motion be continuous across the phase interface. Introducing the
deformation gradient F = Grady and the velocity y˙, we have, as consequences of (2.11),
the compatibility conditions
[[F]]P = 0 and [[y˙]] + [[F]]v = 0. (2.12)
Motivated by (2.11), we introduce the interfacial deformation y = y|S and deformation
gradient
F = GradSy. (2.13)
Direct calculations based on the compatibility conditions (2.12) then show that
F = AP and y = 〈〈y˙〉〉+ Av, (2.14)
with
A = 〈〈F〉〉 (2.15)
the interfacial average of the deformation gradient.
2.2 Mechanics
In addition to deformational forces associated with the motion of material particles, we
account for conﬁgurational forces (Gurtin and Struthers, 1990; Gurtin, 1995; Gurtin,
2000) associated with the motion of the nonmaterial interface separating the swelled and
collapsed phases. We neglect inertia and all other external body forces.
To state the fundamental balances, we use an arbitrary ﬁxed control-volume P with
outward unit normal m, as depicted in Figure 1. Further, writing Q(t) = P ∩ S(t) for
the (possibly empty) portion of the interface that lies within P at time t, we use m and
w to denote the unit normal and tangential edge-velocity of ∂Q.
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2.2.1 Deformational force and moment balance
Since we neglect external force, the deformational force system consists only of the bulk
deformational stress S and the interfacial deformational stress S. The balances of defor-
mational forces and moment balances therefore require that∫
∂P
Sm da+
∫
∂Q
Sm dl = 0 (2.16)
and ∫
∂P
y×Sm da+
∫
∂Q
y×Sm dl = 0 (2.17)
for all P and all time. These imply the bulk equations
DivS = 0 and SF = FS (2.18)
and the interfacial equations
[[S]]n + DivSS = 0 and SF = FS. (2.19)
2.2.2 Conﬁgurational force balance
The conﬁgurational force system consists of a bulk conﬁgurational stress C, a bulk con-
ﬁgurational force density f , an superﬁcial conﬁgurational stress C, and an superﬁcial
conﬁgurational force density f. We assume that these ﬁelds comply with the conﬁgura-
tional force balance ∫
∂P
Cm da+
∫
P
f dv +
∫
∂Q
Cm dl +
∫
Q
f da = 0 (2.20)
for all P and all time. This implies the bulk equation
DivC + f = 0 (2.21)
and the interfacial equation
[[C]]n + DivSC + f = 0. (2.22)
Applying the decomposition (2.3) to C and introducing the normal internal force
f = f·n, (2.23)
we obtain from (2.22) the normal conﬁgurational force balance
n·[[C]]n + Ctan ·L + DivSc + f = 0, (2.24)
which is of central importance in the theory.
2.3 Solute balance
We treat the polymer chains as a solute with concentration c and ﬂux j. Neglecting
diﬀusion within the interface, solute balance is the requirement that
˙∫
P
c dv = −
∫
∂P
j·m da (2.25)
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for all P and all time. This implies bulk equation
c˙ = −Div j (2.26)
and the interfacial equation
v[[c]] = [[j]]·n. (2.27)
2.4 Energetics
2.4.1 Free-energy
Introducing the bulk free-energy density Ψ and the interfacial free-energy density Ψ, the
net free-energy of P is ∫
P
Ψ dv +
∫
Q
Ψ da. (2.28)
Further, the integral
−
∫
∂Q
Ψw dl (2.29)
represents the rate at which free-energy is carried into Q by the motion of S.
2.4.2 Diﬀusion potential. Free-energy inﬂow due to solute transport
To account for changes in free energy associated with solute transport, we introduce the
diﬀusion potential u, which measures the chemical potential of the polymer chains with
respect to that of the solvent. The integral
−
∫
∂P
uj·m da (2.30)
then represents the free-energy carried into P by the transport of solute across ∂P. Basic
to our theory is the assumption of local chemical equilibrium,
[[u]] = 0, (2.31)
which requires that the diﬀusion potential be continuous across the interface.
2.4.3 Power
The power expended on P must account not only for the working of the deformational
traction Sm distributed over the boundary ∂P of the control volume, but also for the
workings of the deformational traction Sm and the conﬁgurational traction Cm dis-
tributed over the curve ∂Q formed by the intersection of the interface S with ∂P. As
a material surface, P may be described intrinsically in terms of the motion. The trac-
tion Sm is therefore power-conjugate to the material velocity y˙. By analogy, we expect
that the interfacial deformational traction Sm should be power-conjugate to the motion
velocity y following the interface. On the other hand, the conﬁgurational traction Cm
is associated with the change in material structure accompanying the evolution of the
phase interface and is thus power-conjugate to the intrinsic velocity v = vn of the inter-
face (Gurtin and Struthers, 1990; Gurtin, 1995; Gurtin, 2000). Thus, bearing in mind
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that P is ﬁxed (whereby there is no working associated with the conﬁgurational trac-
tion Cm over ∂P), it follows that the total power expended on P by external agencies is∫
∂P Sm·y˙ da+
∫
∂Q
(
Sm·y+Cm·v) dl, which, in view of the decomposition C = Ctan +n⊗c
of the interfacial conﬁgurational stress, can be written alternatively as∫
∂P
Sm·y˙ da+
∫
∂Q
(
Sm·y + c·(vm)) dl. (2.32)
2.4.4 Free-energy imbalance
We conﬁne our attention to isothermal circumstances. The ﬁrst and second laws of
thermodynamics then combine to yield a free-energy imbalance requiring that, for each
control volume P and each time, the rate of change of the free energy of P not exceed
the sum of the energy carried into P by bulk diﬀusion across its boundary and the
power expended on P by external agencies. Bearing in mind (2.29), (2.30), and (2.32),
free-energy imbalance is the requirement that
˙∫
P
Ψ dv +
∫
Q
Ψ da−
∫
∂Q
Ψw dl ≤ −
∫
∂P
uj·m da+
∫
∂P
Sm·y˙ da+
∫
∂Q
(Sm·y + (c·m)v) dl
(2.33)
for all P and all time. In view of the interfacial transport theorem (2.9), the bulk
balances (2.18)1 and (2.26), the kinematic relation (2.4)2, (2.8), (2.12)2, and (2.14)2, the
commutator identity
GradS

y =

F + Fn⊗n− vFL = AP− An⊗ n− vFL (2.34)
(Gurtin, 2000), and the interfacial balances (2.19)1, (2.24), and (2.27), (2.33) implies
bulk free-energy inequality
Ψ˙− uc˙− S·F˙ + j·Gradu ≤ 0 (2.35)
and the interfacial free-energy inequality

Ψ− S· A + p· n + (f + n·[[D]]n + D·L)v ≤ 0, (2.36)
where we have introduced
p = c + SAn, D = C− (Ψ− cu)I + FS, and D = Ctan −ΨP + FS. (2.37)
2.5 Eshelby relations
If, following Gurtin (1995, 2000), we consider the free-energy imbalance for a migratrat-
ing control-volume, the requirement that the imbalance be invariant under changes of
parameterization of the boundary of that volume implies that the bulk conﬁgurational
stress be given by the classical Eshelby relation
C = (Ψ− cu)I− FS (2.38)
and that the tangential component Ctan of the interfacial conﬁgurational stress C be
given by the analogous interfacial Eshelby relation
Ctan = ΨP− FS. (2.39)
In view of (2.38) and (2.39), D and D as deﬁned in (2.37)2 vanish and the interfacial
free-energy inequality (2.36) reduces to

Ψ− S· A + p· n + f v ≤ 0, (2.40)
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2.6 Constitutive equations
2.6.1 Bulk constitutive equations
Our framework for bulk constitutive equations follows those presented by Gurtin and
Voorhees (1993) and Fried and Gurtin (1999), excepting that we account for ﬁnite strains.
Introducing the canonical-energy density
Ω = Ψ− cu, (2.41)
we rewrite the bulk free-energy inequality (2.35) as
Ω˙ + cu˙− S·F˙ + j·Gradu ≤ 0. (2.42)
Consistent with the isotropy of gel-like substances, we assume that Ω, S, c and j
are determined constitutively by isotropic functions of the left Cauchy–Green tensor
B = FF, u, and Gradu. In particular, introducing the principal invariants
I1(B) = trB, I2(B) = 12 (I
2
1 (B)− I1(B2)), and I3(B) = detB (2.43)
of B and writing
ı(B) = (I1(B), I2(B), I3(B)), (2.44)
we assume that, in each phase γ = α, β,
Ω = Ωγ(ı(B), u), S =
∂Ωγ(ı(B), u)
∂F
, c = −∂Ωγ(ı(B), u)
∂u
,
j = −Mγ(ı(B), u)Gradu,

 (2.45)
with
Mγ(ı(B), u) = Mˆγ0 (ı(B), u)I + Mˆ
γ
1 (ı(B), u)B + Mˆ
γ
2 (ı(B), u)B
2) (2.46)
and
Mˆγ0 (ı(B), u)|g|2 + Mˆγ1 (ı(B), u)|Fg|2 + Mˆγ2 (ı(B), u)|Bg|2 > 0 for all g. (2.47)
2.6.2 Interfacial constitutive equations
Consistent with the isotropy of gel-like substances, we neglect constitutive dependence
on n and assume that Ψ, S, p, and f are determined constitutively by isotropic functions
of AA and v. It follows that the inequality (2.40) holds if and only if
Ψ = Ψ˜(ı(AA)), S =
∂Ψ˜(ı(AA))
∂A
, p = 0, and f = −b(ı(AA), v)v, (2.48)
where b must satisfy
b(ı(AA), v) ≥ 0. (2.49)
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2.7 Evolution equations
Combining the bulk constitutive equations (2.45) with the bulk deformational force bal-
ance (2.18)1 and mass balance (2.26) yields equations,
Div
(
∂Ωγ(ı(B), u)
∂F
)
= 0,
˙
∂Ωγ(ı(B), u)
∂u
= −Div(Mγ(ı(B), u)Gradu),

 (2.50)
on the evolving regions Rγ occupied by the bulk phases γ = α, β. Similarly, combining
the bulk and interfacial constitutive equations (2.45), and (2.48) with the interfacial
deformational force balance (2.19)1 and mass balance (2.27) yields equations,
[ ∂Ωγ(ı(B), u)
∂F
]
n + DivS
(
∂Ψ˜(ı(AA)
∂A
)
= 0,
v
[ ∂Ωγ(ı(B), u)
∂u
]
= [[Mγ(ı(B), u)Gradu]]·n,

 (2.51)
on the evolving phase interface S. The normal conﬁgurational force balance (2.24) yields
an additional evolution equation,
n·
[
Ωγ(ı(B), u)I− F∂Ωγ(ı(B), u)
∂F
]
n +
(
Ψ˜(A)P− F∂Ψ˜(ı(AA
)
∂A
)
·L
+ DivS
((
∂Ψ˜(ı(AA)
∂A
)
An
)
= b(ı(AA, v)v, (2.52)
on S. Here, consistent with the convention that n points into Rβ , [[gγ ]] = gβ − gα.
The interface conditions (2.51) and (2.52) are supplemented by the conditions (2.11) of
coherency and (2.31) and local equilibrium.
Missing from the foregoing list of equations are the bulk and interfacial moment bal-
ances (2.18)2 and (2.19)2, the bulk conﬁgurational force balance (2.21), and the tangential
component of the interfacial conﬁgurational force balance (2.22). Implicit to (2.45) and
(2.48) is the requirement that the constitutive response functions be properly invariant
under superposed rigid motions; the bulk and interfacial moment balances (2.18)2 and
(2.19)2 are therefore satisﬁed and may be removed from further consideration. Because
it does not appear in the free-energy inequality (2.35), the bulk conﬁgurational force
f cannot be determined independently via a constitutive relation. Instead, that force
is assigned to ensure satisfaction of the bulk conﬁgurational force balance (2.21); thus,
f = −DivC. To determine the form of f , we use the constitutive relations (2.45) in
the bulk Eshelby relation (2.38) and compute DivC. By the bulk deformational force
balance (2.50), it follows that DivC = −cGradu and, thus, that f = cGradu. Hence, f
vanishes when the diﬀusion potential is uniform. The role of the tangential component
ftan = f − fn of the interfacial conﬁgurational force f is analogous to that of f . Being
absent from the free-energy inequality (2.40), ftan is assigned to ensure satisfaction of
the tangential component of the interfacial conﬁgurational force balance (2.22); thus
ftan = −P([[C]]n+DivSC). To determine the form of ftan, we use the deﬁnition (2.37)1 of
p and the constitutive relations (2.45) and (2.48)1,2,3 in the bulk and interfacial Eshelby
relations (2.38) and (2.22) to compute [[C]]n + DivSC. By the interfacial deformational
force balance (2.19), it follows that P([[C]]n + DivSC) = 0 and, thus, that ftan = 0.
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2.8 Boundary conditions
Writing ν for the unit orientation of ∂R, directed outward from R, we assume that
y|(∂R)m = y¯ and (Sν)|(∂R)t = s, (2.53)
with (∂R)m and (∂R)t complementary subsets of ∂R, and that
u|(∂R)p = u¯ and (j·ν)|(∂R)f = j, (2.54)
with (∂R)p and (∂R)f complementary subsets of ∂R.
3 Specialization of the theory
Motivated by the experimental observations of Gehrke et al. (1992), we now specialize the
theory to situations in which the time scale associated with the motion of the interface is
slow with respect to that associated with diﬀusion in the bulk phases. Following Gurtin
and Voorhees (1993), such a theory arises by restricting the canonical-energy density in
each phase to be linear in u, viz.,
Ωγ(ı(B), u) = Wγ(ı(B))− cγu, (3.1)
with cγ constant. Consistent with the intuitive expectation that the solute concentration
in the collapsed phase should exceed that in the swelled phase, we assume that
0 < cα < cβ < 1. (3.2)
For simplicity, we assume that
Wγ(ı(B)) =
µγ
2
(
I1(B)− 2J
2
3
γ log
(√
I3(B)
Jγ
)
− 3J 23γ
)
+
λγJ
2
3
γ
4
((√
I3(B)
Jγ
− 1
)2
+ log2
(√
I3(B)
Jγ
))
+ J
2
3
γ wγ , (3.3)
with µγ > 0 and λγ > 0 mechanical moduli for phase γ and wγ constant. It can be
shown that phase γ is stress-free at the energetically preferred dilatation F = JγI, and
that µγ and λγ correspond to conventional shear and Lame´ moduli for inﬁnitesimal
deviations about this stress-free state (Dolbow et al., 2004). The diﬀerence J2/3β wβ −
J
2/3
α wα determines the energetic preference between the phases in their stress-free states.
Without loss of generality, we take
Jβ = 1. (3.4)
Then, since α is the swelled phase, we must necessarily have
Jα > 1. (3.5)
In addition, we assume that
Mγ(ı(B), u) = mγI, (3.6)
where mγ is the constant (scalar) molecular mobility in phase γ and, by (2.47), consistent
with
mγ > 0. (3.7)
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Further, for simplicity, we assume that the interfacial free-energy density is constant
Ψ˜(A) = σ, (3.8)
so that S = 0, and we incorporate transition kinetics by setting
b(A, v) = η, (3.9)
with η > 0 the constant reciprocal mobility of the interface.
Granted the constitutive specializations (3.1) and (3.6), (2.50) yields
Div
(∂Wγ(ı(B))
∂F
)
= 0,
mγDiv(Gradu) = 0.

 (3.10)
Similarly, granted the constitutive specializations (3.8) and (3.9), (2.51) and (2.52) yield
[ ∂Wγ(ı(B))
∂F
]
n = 0,
[[cγ ]]v + [[mγGradu]]·n = 0,
[[cγ ]]u+ ηv = σK + n·[[Eγ(F)]]n,


(3.11)
where
Eγ(F) = Wγ(ı(B))I− F∂Wγ(ı(B))
∂F
(3.12)
denotes the mechanical contribution to the Eshelby tensor of phase γ.
The only explicit coupling between the ﬁelds y and u evident from (3.10) and (3.11)
is through the normal conﬁgurational balance (3.11)3.
4 Representation of the interface
We represent the interface as the zero-level set
S(t) = {x : ζ(x, t) = 0} (4.1)
of a function ζ and, following Osher and Sethian (1988), insist that ζ satisfy
ζ˙ + ve|Gradζ| = 0, (4.2)
where the extension velocity ve is constructed to obey
ve|ζ=0 = v. (4.3)
We take ζ > 0 in the collapsed phase and ζ < 0 in the swelled phase. The normal n and
total curvature K of the interface can be expressed in terms of the function ζ via1
n =
Gradζ
|Gradζ| and K = −Div
(
Gradζ
|Gradζ|
)
. (4.4)
1The expression (4.4) for K is consistent with the deﬁnition (2.4) but does diﬀer by a sign from the
conventional choice the level-set literature.
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5 Variational formulation
Throughout this section we suppress all dependence upon time.
5.1 Weak statement of the deformational force balance and nor-
mal interfacial force balance
We let Am denote the space of kinematically-admissible motions that are suﬃciently
regular and comply with the Dirichlet boundary condition (2.53)1. Motions in Am au-
tomatically satisfy the coherency condition (2.11). We let Vm denote the corresponding
space of suitable variations with vanishing values on the essential boundary. Upon mul-
tiplying each term of the bulk force balance (3.10)1 by an arbitrary weight function w
in Vm, integrating the resulting equation over R\S, and integrating by parts, we obtain
the variational boundary-value-problem: ﬁnd y in Am such that∑
γ=α,β
∫
Rγ
∂Wγ(F)
∂F
·Gradw dv =
∫
(∂R)t
s·w da (5.1)
for all variations w in Vm. In the derivation of the above, we have used the interfacial
force balance (3.11)1.
5.2 Weak statement of bulk solute balance, interfacial solute bal-
ance, and interfacial conﬁgurational force balance
We consider the space Au of suﬃciently regular diﬀusion potentials satisfying the con-
dition (2.31) of local chemical equilibrium and the Dirichlet boundary condition (2.54)1.
We use Vu to denote the space of variations in the diﬀusion potential. Upon multiplying
each term of the bulk solute balance (3.10)2 by an arbitrary variation w in Vu, integrating
the resulting equation over R \ S, and integrating by parts, we obtain
∑
γ=α,β
∫
Rγ
mγGradu·Gradw dv +
∫
S
[[mγGradu]]·nw da = −
∫
(∂R)f
jw da. (5.2)
Next, we eliminate the velocity v between the interfacial solute balance (3.11)2 and the
interfacial conﬁgurational balance (3.11)3 to yield
[[mγGradu]]·n = [[cγ ]]
η
(
[[cγ ]]u− n·[[Eγ(F)]]n− σK). (5.3)
Finally, substituting (5.3) into (5.2) and rearranging terms, we obtain the variational
boundary-value problem: ﬁnd u in Au such that
∑
γ=α,β
∫
Rγ
mγGradu·Gradw dv + [[cγ ]]
2
η
∫
S
uw da
= −
∫
(∂R)f
jw da+
[[cγ ]]
η
∫
S
(n·[[Eγ(F)]]n + σK)w da (5.4)
for all variations w in Vu. The above is equivalent to imposing the bulk and interfacial
solute balances (3.10)2 and (3.11)2, the normal conﬁgurational force balance (3.11)3,
local chemical equilibrium (2.31), and the Dirichlet boundary condition (2.54)1.
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5.3 Domain integral approximations to interfacial quantities
We consider an arbitrary point xd on the interface where some interfacial quantity is
desired. Let wd denote a suﬃciently smooth scalar-valued weight function wd with com-
pact support B = supp(wd) disjoint from (∂R)n, so that B ∩ (∂R)n = ∅, and containing
xd. We use Bβ and Bα to denote the intersection of B with Rα and Rβ , respectively,
and L = B ∩ S to denote the portion of the interface that lies within B (Figure 2).
 swollen  phase (Rα)
collapsed  phase (Rβ )
S n
Bβ
Bα
xd
Figure 2: Local domain B corresponding to the support of a weight function wd partitioned into
complementary subsets Bs and Bc in the vicinity of point xd on the interface S.
Consider, in particular, the mechanical driving traction
e = n·[[Eγ(F)]]n. (5.5)
For Eγ(F) as deﬁned by (3.12), it follows from the bulk deformational force balance
(3.10)1 that
DivEγ(F) = 0 (5.6)
on R \ S. Multiplying both sides of (5.6) by wd, integrating the resulting equation over
R \ S, and integrating by parts, we obtain
∑
γ=α,β
∫
Bγ
Eγ(F)Gradwd dv = −
∫
L
[[Eγ(F)]]nwd da. (5.7)
Next, assuming that [[Eγ(F)]]n is constant over L and computing the dot product with
the normal n at xd, we obtain a simple approximate expression
e(xd) ≈ −
( ∑
γ=α,β
∫
Bγ
Eγ(F)Gradwd dv
)
·n|xd
∫
L
wd da
(5.8)
for the mechanical driving traction at xd. Importantly, the calculation leading to (5.8)
can be repeated for a sequence of local domains about selected points adjacent to the
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interface and associated weight functions yielding an approximation for e at any point
on the interface.
The expression (5.8) resembles domain forms of the J-integral and interaction integral
designed to approximate the energy release rate at points along a three-dimensional crack
front (see Shih et al. (1986) and Gosz et al. (1998)). These methods typically shift
the divergence of the Eshelby tensor to the gradient of a weight function. The weight
function is often referred to as the virtual crack extension and is constructed to vanish
on the surface of the local domain enclosing the crack front. A ﬁrst-order approximation,
identical to that leading to (5.8), is then invoked to obtain pointwise values.
An alternative approximation to e takes advantage of the expression (4.4)1 for the
interface normal n in terms of the level-set function ζ. Since ζ is deﬁned over the entire
domain, (4.4)1 may be viewed as an extension of the interface normal to points not on the
interface, which we denote as ne. Computing the dot product of this extended normal
with (5.6), multiplying each term of the resulting equation by wd, integrating over R\S,
and integrating by parts, we obtain∫
L
ewd da = −
∑
γ=α,β
∫
Bγ
ne ·Eγ(F)Gradwd dv −
∑
γ=α,β
∫
Bγ
Gradne ·Eγ(F)wd dv. (5.9)
Assuming that e is constant over L, we obtain
e(xd) ≈ −
∑
γ=α,β
∫
Bγ
ne ·Eγ(F)Gradwd dv +
∑
γ=α,β
∫
Bγ
Gradne ·Eγ(F)wd dv
∫
L
wd da
. (5.10)
Whenever e is closer to constant over L than are the components of [[Eγ(F)]]n, the
approximation provided by (5.10) should be more accurate than that provided by (5.8).
Nearly any jump quantity of interest can be recast in the manner leading to (5.8),
provided that a corresponding bulk relationship is identiﬁable. Consider, in particular,
the jump
j = [[mγGradu]]·n (5.11)
of the normal component of solute ﬂux across the interface at point xd. Upon multiplying
each term of the bulk solute balance (3.10)2 by wd, integrating the resulting equation
over B, and integrating by parts, we obtain
∑
γ=α,β
∫
Bγ
mγGradu·Gradwd dv = −
∫
L
jwd da. (5.12)
Next, assuming that j is constant over L, we obtain
j(xd) ≈ −
∑
γ=α,β
∫
Bγ
mγGradu·Gradwd dv
∫
L
wd da
(5.13)
for its value at the point xd. We remark that (5.12) may be viewed as a generalization of
the superconvergent boundary-ﬂux calculation proposed by Carey et al. (1985), with the
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subsequent “lumping” leading to the approximation (5.13). While relatively straightfor-
ward, the analogy between Carey’s work and domain-integral techniques does not appear
to have been drawn before.
We also ﬁnd it convenient to use the framework developed above to obtain approxi-
mate expressions for interfacial normal n and total curvature K. Speciﬁcally, multiplying
both sides of (4.4)1 by wd and lumping quantities at the point xd, we obtain
ne(xd) ≈
∫
B
Gradζ
|Gradζ|wd dv∫
B
wd dv
; (5.14)
similarly, using (4.4)2, we obtain
Ke(xd) ≈
∫
B
Gradζ
|Gradζ| ·Gradwd dv∫
B
wd dv
. (5.15)
To our knowledge, the approximation (5.14) to the interfacial normal is new, but it is
merely a simple, weighted average over the support of wd. The expression (5.15) for the
curvature is a simpliﬁed form of that suggested in Barth and Sethian (1998).
6 Discretization with the XFE/LSM
(XFE/LSM)
As in the preceding section, we continue to suppress all dependence upon time.
6.1 Approximation for the motion y
Finite-element computations entail the projection of the solution space Am and the asso-
ciated space V0 of variations onto ﬁnite-dimensional subspaces Ahm and Vh0 . The Galerkin
approximation of the variational boundary-value problem stated in Section 5.1 reads: ﬁnd
yh in Ahm such that
∑
γ=α,β
∫
Rγ
∂Wγ(Fh)
∂Fh
·Gradwh dv =
∫
(∂R)t
s·wh da, (6.1)
for all variations wh of yh belonging to Vh0 .
We use M to denote the total number of elements in the mesh and consider a regular
ﬁnite-element partition Qh = ∪Me=1Qe, with Qh = R but with element edges chosen,
generally, to be independent of the interface geometry. Letting P j(Qe) denote the space
of complete polynomials of order less than or equal to j over element Qe, we introduce
{φi ∈ C0(Qh) : φi|Qe ∈ P j(Qe)}, (6.2)
where φi, i = 1, 2, . . . , are the nodal shape functions. We next consider the set of
overlapping subdomains {Ωi} deﬁning the support of each nodal shape function and an
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enrichment function g that possesses desirable approximation properties in a vicinity of
the interface. The approximation for the deformation is given by
yh(x, t) =
∑
i∈I
ci(t)φi(ξ(x))︸ ︷︷ ︸
classical approximation
+
∑
j∈J
ej(t)φj(ξ(x))g(x, t)
︸ ︷︷ ︸
enrichment
, (6.3)
where ξ are the local element coordinates. In the above, I denotes the set of all nodes
in the mesh and J = {j ∈ I : ωj ∩ S = ∅} the set of nodes that form a partition of
unity for g (Melenk and Babusˇka, 1996). An example of a two-dimensional mesh with
superimposed interface and the subset J ⊂ I identiﬁed is shown in Figure 3.
Figure 3: Two-dimensional mesh of four-node quadrilateral elements with an interface S super-
imposed. The circled nodes correspond to the subset J that are enriched with the ridge function
r to capture gradient discontinuities across the interface.
A number of diﬀerent enrichment functions have been proposed to capture the dis-
continuity in the gradient of the motion normal to the interface. Here, we employ the
the “ridge” function proposed by Moe¨s et al. (2003):
r(x) =
∑
i
|ζi|φi(ξ(x))−
∣∣∣ ∑
i
ζiφi(ξ(x))
∣∣∣, (6.4)
where ζi is the signed-distance function to the interface evaluated at the vertex of node
i. As the discontinuity coincides with the phase interface, the above choice provides
a mechanism for the approximation (6.3) to represent the geometry of the interface
independent of the element boundaries. Furthermore, as the interface evolves, we update
the enrichment function and the set J ; no remeshing is performed.
With the preceding deﬁnitions, we introduce a set
{Φr}Nr=1 = {φi}NIi=1 ∪ {φj r}NJj=1, (6.5)
of linearly independent functions Φr; this set forms a basis for Ahm, where NI and NJ
denote, respectively, the number of elements in the sets I and J and N = NI +NJ . We
then represent Ahm as
Ahm = span{Φr}Nr=1. (6.6)
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We employ a Bubnov–Galerkin approximation and use this same set of functions to
construct Vhu .2
Substitution of (6.3) into (6.1) results in a nonlinear system of equations in {ci, ej}.
We employ the standard Newton–Raphson procedure and solve the above with a sequence
of linearized problems. These take the form
K(n)f ∆df = r
(n), (6.7)
with Knf the tangent stiﬀness matrix at iteration n, r
n the residual vector, and ∆df
the vector gathering the incremental degrees of freedom ∆ci and ∆ej . After solving the
above, the solution is updated in accord with cn+1i = c
n
i + ∆ci and e
n+1
j = e
n
j + ∆ej .
The construction of the tangent stiﬀness matrix and residual vector requires the
accurate integration of terms containing the classical and enriched basis functions over
the element subdomains. The standard element-based quadrature routines are modiﬁed
for those elements wherein the functions are discontinuous. For these “cut” elements in
which S ∩ Qe = ∅, we ﬁrst determine the projection
Se =
{
x ∈ Qe :
∑
i
φi(x)ζi = 0
}
, (6.8)
of the zero-level set onto the classical basis over the element, where the constants ζi
correspond to the level-set function evaluated at each of the element’s nodes. The com-
plementary subregions Qeβ and Qeα are then constructed from the intersection of Se with
Qe and each subregion is triangulated for the purposes of integration. It bears emphasis
that these “subtriangles” do not lead to the creation of additional degrees of freedom
in the global system (6.7). Additional details can be found in Moe¨s et al. (1999) and
Dolbow et al. (2000).
6.2 Approximation for the diﬀusion potential u
The Galerkin approximation to variational boundary-value problem stated in Section 5.2
reads: ﬁnd uh in Ahp and such that
∑
γ=α,β
∫
Rγ
mγGraduh ·Gradwh dv + [[cγ ]]
2
η
∫
S
uhwh da
= −
∫
(∂R)f
jwh da+
[[cγ ]]
η
∫
S
(eh + σKh)wh da, (6.9)
for all variations wh of uh belonging to Vhu .
We note that (6.9) cannot be used in the limit of vanishing reciprocal interfacial
mobility. The limiting case can be approximated using small, but ﬁnite η > 0 that
essentially plays the role of a penalty parameter enforcing the normal conﬁgurational force
balance as a Dirichlet constraint on the interface. Alternatives include the introduction
of a Lagrange multiplier ﬁeld, but such a ﬁeld cannot be selected independently of the
approximation to u if optimal rates of convergence are desired (Babusˇka, 1973).
The approximation for the diﬀusion potential takes the form
uh(x, t) =
∑
i∈I
ai(t)φi(ξ(x)) +
∑
j∈J
bj(t)φj(ξ(x))r(x, t), (6.10)
2The construction of Vhu employs only those functions Φk that vanish on the Dirichlet boundary
(∂R)m.
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in which {φi} is the set of nodal shape functions used in the approximation for the
motion. Here, the enrichment allows the approximation uh to represent the arbitrary
gradient discontinuities in the diﬀusion potential across the interface.
We again adopt a Bubnov–Galerkin approximation and write approximations for the
variations wh in forms similiar to (6.10). Upon substituting the approximations into the
discrete weak form (6.9) and invoking the arbitrariness of the variations, we obtain a
linear system of equations
Kudu = fu, (6.11)
where du gathers the degrees of freedom ai and bj .
6.3 Discrete versions of domain integrals
Perhaps the most common criticism of domain-integral methods concerns the ambiguity
in specifying a discrete local domain Bh and an approximation whd to the weight function.
Here, we eliminate both ambiguities.
The discrete version of the domain integral (5.10) begins by considering the set of
nodes D = {i ∈ I : Ωi ∩ xd = ∅} whose support contain the point xd. The contribution
ek of node k ∈ D to the mechanical driving traction at a point xd on the interface is
then given by
ek(xd) = −
∑
γ=α,β
∫
Qeγ∈Ωk
nh ·Eγ(Gradyh) Gradφk dv
∫
Lh
φk da
−
∑
γ=α,β
∫
Qeγ∈Ωk
Gradnh ·Eγ(Gradyh)φk dv
∫
Lh
φk da
. (6.12)
Repeating the above calculation for each node in the set D allows us to construct the
approximation
eh(xd) =
∑
i∈D
ei(xd)φi(ξ(xd)). (6.13)
This approach removes the need to specify a local domain size multiplier and search for
a set of nodes within the corresponding radius at each point of interest on the inter-
face. In eﬀect, only those nodes with support containing the point xd contribute to the
approximation to e.
The above expression involves an approximation nh to the extended normal ne ob-
tained from the level-set function ζ. Consistent with the above, we use
nh(xd) =
∑
i∈D
nei (xd)φi(ξ(xd)), (6.14)
where the coeﬃcients nei (xd) denote lumped approximations to the extended normal. For
the approximation Kh to the curvature appearing in the Galerkin approximation (6.9) to
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u, we likewise take
Kh(xd) =
∑
i∈D
Keixdφi(ξ(xd)), (6.15)
with the constants Kei (xd) denoting lumped approximations to the extended curvatures
at the nodes. The coeﬃcients nei (xd) and K
e
i (xd) are both determined using the approx-
imation ζh to the level-set function ζ, as described in the next section.
The discrete form of (5.12) is given by
jh(xd) =
∑
i∈D
ji(xd)φi(ξ(xd)), (6.16)
with
jk(xd) = −
∑
γ=α,β
∑
e
∫
Qeγ∈Ωk
mγGraduh ·Gradφk dv
∫
Lh
φk da
. (6.17)
In the special case when the interface is coincident with a set of element edges, it can be
shown that the above reduces to the superconvergent ﬂux calculation proposed by Carey
et al. (1985).
7 Level-set algorithm and coupling with bulk ﬁelds
We consider the ﬁnite-element triangulation T h = ∪Me=1Te, with T h = R, and with
vertex set chosen to be identical to that of Qh.3 The function ζ is approximated using
the piecewise-linear ﬁnite-element subspace
Zh = {Ni ∈ C0(T h) : Ni|Te ∈ P 1(Te)}, (7.1)
where Ni denotes the shape function for node i.
With the above deﬁnitions, we write
ζh(x) =
∑
i
ζiNi(x), (7.2)
for the approximation to the function ζ.
Substitution of (7.1) and (7.2) directly into (4.4) leads to expressions for ne and
Ke that are constant or vanish over each element Te. The extended normal and total
curvature are much more accurately approximated using discrete versions of (5.14) and
(5.15), respectively. Thus, about each vertex in the vicinity of the interface we calculate
nei =
∫
Te∈Ωi
Gradζh
|Gradζh|Ni dv∫
Te∈Ωi
Ni dv
(7.3)
3Both meshes are constructed using the code gmsh (Remacle and Geuzaine, 1998).
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and
Kei =
∫
Te∈Ωi
Gradζh
|Gradζh| ·GradNi dv∫
Te∈Ωi
Ni dv
(7.4)
for use in the expansions (6.14) and (6.15).
For the level-set equation (4.2), we use the positive-coeﬃcient scheme proposed by
Barth and Sethian (1998). The basic procedure is as follows. We assume that the nodal
coeﬃcients ζi are known at some time tn; we denote these by ζni . Further, we assume
that the extension velocity ve is also known. The goal is to determine the coeﬃcients
ζn+1i describing the evolution of the level-set function to time t
n+1, and, accordingly, the
zero-level set.
We ﬁrst initialize a set of temporary coeﬃcients ζ∗i and wi at each node to zero. We
then loop over each element and compute
Gradζh =
3∑
i=1
ζni GradNi, v¯
e =
∫
Te
ve dv. (7.5)
Since the gradient of each shape function is constant over the element, so too is Gradζh,
and (7.5)1 can be calculated at any point on Te. On each element, we also compute
Ki = v¯e
Gradζh
|Gradζh| ·GradNi, i = 1 . . . 3, (7.6)
and
δζh =
3∑
i=1
Kiζ
n
i , α˜i =
H(δζi/δζh)∑3
j=1 H(δζj/δζh)
i = 1 . . . 3, (7.7)
with
δζi = H(Ki)
(
3∑
l=1
H(Kl)
)−1 3∑
j=1
H(−Kj)(ζi − ζj) (7.8)
and H deﬁned so that H(f) = max{0, f}. Having determined the above coeﬃcients on
Te, we then update the nodal coeﬃcients ζ∗i and wi at each node of the element by
ζ∗i = ζ
∗
i + α˜i, wi = wi + α˜i meas(Te). (7.9)
With the contributions to wi and ζ∗i of each element in the mesh thus being assembled,
the nodal coeﬃcients ζn+1i are integrated in time by the ﬁrst-order scheme
ζn+1i = ζ
n
i −∆t
ζ∗i
wi
. (7.10)
The above strategy requires the speciﬁcation of the extension velocity ve over the
entire domain. The normal velocity v is ﬁrst determined on each subsurface Se using
the domain integral approximation (6.16) to the jump in normal component of solute
ﬂux and the interfacial solute balance (3.11)2. We then loop over the elements in the
triangulation Zh and determine the closest point between each element center and the
22 J. Dolbow, E. Fried, H. Ji
discrete representation of the interface through the set of subsurfaces {Se}. We take the
extension velocity to be constant over each element Te, and assign its value to be that
of the closest point projection. A similar strategy was proposed by Garikipati and Rao
(2001).
In closing this section, we remark that our strategy does give rise to a small discrep-
ancy between the representation of the zero-level set on the subspaces Zh and Qh used for
the level-set algorithm and the representation of the bulk ﬁelds, respectively. Although
the meshes share the same set of vertices, ﬁelds represented on Qh are bilinear over each
element whereas those represented on Zh are only linear. We could have represented
the bulk ﬁelds using the triangulation Zh, but we ﬁnd the enriched bilinear quadrilat-
erals yield considerably more accurate results. Further, while the use of least-squares
stabilized ﬁnite-element algorithms do exist for discretizing (4.2) over Qh (as well as over
Zh), such algorithms typically add some form of non-linear artiﬁcial viscosity requiring
user-speciﬁed parameters. By contrast, no free parameters are present in (7.5)-(7.10).
8 Staggered solution strategy
We now describe the solution strategy for the full system. Assuming that all ﬁelds and
the geometry of the interface S are known at some time tn, the ﬁrst step is to advect the
level-set function using the algorithm (7.5)–(7.10), and, thereby, to obtain the position of
the interface at time tn+1. The nonlinear system (6.7) is then solved and the mechanical
ﬁelds are post-processed using the domain integral approximation (6.13) to obtain the
mechanical contribution eh to the normal conﬁgurational force balance. The approxima-
tion ζh to the level-set ﬁeld is similarly post-processed using (6.15) and (7.4) to obtain
the smoothed approximation Kh to the total curvature of the interface. Finally, the
approximation for the diﬀusion potential is obtained by solving (6.11), completing the
determination of all bulk ﬁelds at time tn+1. The solution of (6.11) is then post-processed
to obtain the normal interfacial velocity through (3.11)2 and the domain integral approx-
imation (6.16). The above process is then repeated. This strategy is exact and does not
require iteration within a time step.
The feasibility of the above solution strategy rests on the constitutive specializations
described in Section 3, which lead to equations in which the coupling between the defor-
mation and diﬀusion potential is solely through the interfacial conditions. In the more
general equations (2.50) and (2.51), the strong coupling of the bulk ﬁelds would require
an alternative strategy.
9 Numerical investigations
In the sections that follow, we describe studies designed to show how particular material
parameters in the model inﬂuence the numerical predictions. The normalized baseline
quantities for our studies are provided in Table 1. We investigate two-dimensional prob-
lems and assume that plane-strain conditions hold.
9.1 Benchmark studies
We now describe benchmark studies that examine the accuracy of the enriched approx-
imations yh and uh to the motion and diﬀusion potential. We also present results
that substantiate the use of the domain integral representations of interfacial quanti-
ties. Whenever possible, we compare our results to analytical solutions as well as those
obtained with classical, unenriched ﬁnite-element bases.
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Property Normalization Collapsed phase (β) Swelled phase (α)
cγ cγ 0.9 0.1
mγ
mγ TΘ
Z2(cβ − cα)
1.0 2.0
σ
σ
Z(cβ − cα)Θ
0.01 0.01
η
ηZ
T (cβ − cα)Θ
0.01 0.01
µγ
µγ
(cβ − cα)Θ
0.01 0.005
λγ
λγ
(cβ − cα)Θ
0.05 0.01
Jγ Jγ 1.0 10.0
wγ
wγ
(cβ − cα)Θ
0.0 0.02
Table 1: Baseline material properties and parameters used in the parametric studies. Normalized
quantities are provided based on a gel with characteristic length Z, characteristic swelling time
T , and characteristic value Θ of the diﬀusion potential.
We assess accuracy through suitably-deﬁned error norms. For the approximation fh
to a bulk ﬁeld f , we employ the relative error norms
EL(f, fh) ≡
√√√√√√√√√√
∑
γ=α,β
∫
Rγ
(f − fh)2 dv
∑
γ=α,β
∫
Rγ
f2 dv
, (9.1)
and
EH(f, fh) ≡
√√√√√√√√√√
∑
γ=α,β
∫
Rγ
|Grad(f − fh)|2 dv
∑
γ=α,β
∫
Rγ
|Gradf |2 dv
. (9.2)
Similarly, to assess the accuracy of the approximation fh to an interfacial ﬁeld f, we use
the relative error norm
ES(f, fh) ≡
√√√√√√√√√
∫
S
(
f − fh)2 da
∫
S
f2 da
. (9.3)
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9.1.1 Static two-phase states
We begin by considering a cylindrical gel specimen, with radius R, the lateral surface
of which is traction free and in contact in a reservoir of uniform diﬀusion potential U .
For the artiﬁcial problem wherein the position of the interface S is held ﬁxed, we seek
approximations to y and u.
We ﬁrst examine the case of an interface geometry that is self-similar to the specimen,
i.e.
S = {x : |x| = rs, rs < R}, (9.4)
for which it can be shown that the diﬀusion potential varies only with radial position r
as
u(r) = U +
[[cγ ]] (rsU [[cγ ]]− rse− σ)
ηmα + [[cγ ]]
2
rs log Rrs


log
rs
R
, r ≤ rs,
log
r
R
, rs ≤ r ≤ R,
(9.5)
with e = n · [[Eγ(F)]]n the mechanical driving traction. The explicit expression (9.5)
for u satisﬁes the bulk solute balance (3.10)2, the requirement (2.31) of local chemical
equilibrium, the normal conﬁgurational force balance (3.11)3, and the boundary condition
(2.54)1.
We consider a gel specimen with the material properties listed in Table 1, and choose
rs/R = 14 , with R/Z = 2.0. The inﬂuence of the motion y on the above solution is solely
through the mechanical driving traction e. Since an analytical expression for the motion
y is not available for the above case, we ﬁrst obtain a converged numerical approxima-
tion yh by solving (6.7) using a sequence of meshes of four-node quadrilateral elements.
The meshes are constructed by placing mesh lines along the radial and circumferential
directions, as shown in Figure 4a. Figure 4a also plots the normalized quantity e/[[cγ ]]Θ
obtained using the domain integral approximation (6.13) with a sequence of increasingly
reﬁned meshes. The results converge to a normalized value of approximately −0.228.
We observe that even with the initial, coarse mesh, the results obtained with the domain
integral method are within 1% of the converged result.
Figure 4b shows the results of a similar study, with the mechanical driving traction
obtained by directly evaluating eh = n·[[Eγ(Gradyh)]]n on the interface. Although these
results do converge to the same result shown in Figure 4a, the coarse mesh results are far
less accurate. They also exhibit much larger oscillations than those shown in Figure 4a.
Clearly, the domain integral approximation (6.13) to the mechanical driving traction is
more robust than a direct evaluation.
In the studies described below, we solve the matrix system of equations (6.11) us-
ing the converged numerical approximation to e. We take the square region Rh =
[0, R/2] × [0, R/2] as the computational domain and impose the Lagrange interpolant
to the solution (9.5) as a Dirichlet boundary condition along the upper and right sur-
faces, and impose symmetry conditions along the lower and left surfaces (Figure 5). This
geometry facilitates the construction of uniform Cartesian meshes that can be systemati-
cally reﬁned. We report results for a sequence of partitions using four-node quadrilateral
elements. Importantly, for these studies, the interface geometry is not coincident with
element edges.
Shown in Figure 6 are the error norms EL(u, uh) and EH(u, uh) (cf. (9.1) and (9.2))
computed using both the classical and the enriched approximations for u as a functions
of the nodal spacing h. With enrichment, we observe quadratic convergence in EL and
linear convergence in EH . Those rates would be expected of a classical approximation to
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(a) Domain-integral results.
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(b) Direct-evaluation results.
Figure 4: Normalized mechanical driving traction as a function of the angle θ for a sequence of
meshes obtained using a) the domain-integral method and b) direct evaluation. Each mesh has
a uniform number of partitions in the radial and circumferential directions, with a 10×40 mesh
shown in the insert of a).
R
R/2
r s
Figure 5: A square computational domain isolated from one quarter of the cylindrical gel spec-
imen and uniformly partitioned with four-node quadrilateral elements. The radius of the phase
interface is rs = R/4.
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u using a sequence of ﬁtted meshes. As shown in Figure 6, using these same Cartesian
meshes without enriching the approximation to u leads to a marked decrease in the rates
of convergence and accuracy.
h
E L
,E
H
10-2 10-1 100
10-7
10-6
10-5
10-4
10-3
10-2
10-1
ELEHEL (no enrichment)EH (no enrichment)
quadratic
Figure 6: Relative error norms EL(u, uh)
and EH(u, uh) as a function of characteris-
tic mesh size h obtained for a static two-
phase state problem on a cylindrical spec-
imen with self-similar interface.
h
E S
10-2 10-1 100
10-7
10-6
10-5
10-4
10-3
10-2
10-1
direct evaluation
domain integral
quadratic
Figure 7: Relative error norm ES(j, jh) of
the jump in the normal component of so-
lute ﬂux of a static two-phase state prob-
lem on a cylindrical specimen with self-
similar interface.
We next examine the accuracy of various approximations to the jump j = [[j]]·n in the
normal component of solute ﬂux at the interface. Convergence plots in the normalized
interfacial error norm ES(j, jh) (cf. (9.3)) for the same specimen and interface geometry
are shown in Figure 7. The error in j obtained with the domain integral method converges
at a nearly quadratic rate. Such a rate is consistent with that obtained using the su-
perconvergent ﬂux post-processing technique discussed in Pehlivanov et al. (1992).4 For
comparison, we also examine the accuracy of approximating j through direct evaluation
of the gradient Graduh on the interface, i.e. through
jh = [[mγGraduh]]·n. (9.6)
The results shown in Figure 7 indicate that this approximation is not only much less
accurate than that obtained using the domain integral method but also converges at
only a linear rate. Similar results were reported by Ji and Dolbow (2004).
We next examine the accuracy of the domain-integral approximations (6.14) and
(6.15) to the interfacial normal and curvature. The results shown in Figure 8 indicate
that those approximations both converge quadratically with the mesh spacing h. By
contrast, the direct evaluation of the normal obtained through (4.4)1 by post-processing
ζh on the interface is far less accurate and exhibits only linear convergence. While not
shown in the Figure, the direct evaluation of the curvature obtained through (4.4)2 by
post-processing ζh does not converge.
9.1.2 Transient benchmark
We again consider a cylindrical specimen, with a concentric interface of initial radius
rs/R = 0.9, immersed in a reservoir with uniform diﬀusion potential U . Computing the
4The results presented in this study are for simply connected, closed interfaces, possessing null inter-
section with the boundary. Increased errors at boundaries decrease the theoretical rate convergence for
this technique by one-half an order in h.
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Figure 8: Relative error norms ES(n,nh) and ES(K,Kh) as a function of characteristic mesh
size h obtained for a static two-phase state problem on a cylindrical specimen with self-similar
interface.
interfacial limits of Gradu from (9.5) and using those limits in (3.11)2, we obtain
v(rs) = − mα (rsU [[cγ ]]− rse− σ)
rs
(
ηmα + [[cγ ]]
2
rs log Rrs
) . (9.7)
An analytical expression for the mechanical driving traction e is not available. We
therefore set e = 0 in (9.7) and use the resulting expression as a transient benchmark.
We follow the staggered solution strategy described in Section 8, but with e = 0.
We also set U/Θ = −1.0, in which case the radius of the interface decreases with time.
Figures 9a and and 9b compare the XFE/LSM results for the average radius and velocity
of the front to those obtained by integrating (9.7). We ﬁnd good correlation between
the numerical and theoretical results for both the radius and velocity, even on relatively
coarse meshes. The results shown in Figure 9a also exhibit behavior qualitatively similar
to that reported by Dolbow et al. (2004) for the swelling of spherical specimens and by
Barriere and Leibler (2003).
9.2 Kinetic response
We now solve the fully coupled system of equations (3.10)–(3.11) using the staggered
strategy described in Section 8. We assume a cylindrical geometry for the specimen in
the reference conﬁguration and impose a constant diﬀusion potential U on the lateral
surface of the specimen. We examine how the interface evolves for a speciﬁed initial
geometry and material parameters.
9.2.1 Self-similar interface evolution
We again consider a gel specimen, with cylindrical reference shape, immersed in a sol-
vent with uniform diﬀusion potential U/Θ = −1.0. We take the interface to be initially
located at rs/R = 0.9 and follow the staggered solution strategy described in Section 8.
Using the material properties provided in Table 1, we ﬁnd the mechanical driving trac-
tion e is negative throughout the simulation. In comparison to the studies described
in Section 9.1.2, in which the contribution of e to the conﬁgurational force balance was
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Figure 9: Normalized a) average interfacial radius and b) average interfacial velocity for an evolv-
ing cylindrical interface. Results are shown with the mechanical driving traction e artiﬁcially
neglected and included in the normal conﬁgurational force balance.
neglected, we ﬁnd a decrease in the normal velocity. This is consistent with the ana-
lytical solution (9.7) for the interfacial velocity when, as assumed in the problem under
consideration, U < 0. A comparison of the average interfacial radius and velocity versus
time, as depicted in Figures 9a and 9b, clariﬁes the inﬂuence of the mechanical driving
traction during swelling.
Figure 10 depicts, for the interface position rs/R = 0.5 the normalized radial and
circumferential components of the Cauchy stress tensor T = SF/detF, along a radial
line in the deformed conﬁguration. The location of the interface is clear from both the
jump in the hoop stress and the kink in the radial stress at |y|/R ≈ 0.5. These results
are consistent with those reported in Dolbow et al. (2004) in the sense that the mismatch
in material moduli across the interface gives rise to a tensile hoop stress in the collapsed
phase and a compressive hoop stress in the swelled phase.
Figure 11 shows the radial component of the instantaneous velocity ﬁeld when the
interface is located at rs/R = 0.5. These results are obtained by post-processing the
deformation yh at two subsequent time steps and dividing the diﬀerence by the step-size
∆t. We note that the collapsed core remains almost stationary; most of the motion is
conﬁned to the swelled phase. These results bear a strong resemblance to the experi-
mental measurements of deformation rates in cylindrical microgel specimens reported by
Olsen et al. (2000).
9.2.2 Perturbed interface evolution
We next investigate the conditions for unstable growth of the interface by adding small
perturbations to its initial geometry. Speciﬁcally, choosing a rectangular cartesian co-
ordinate system with origin at the center of the specimen and denoting by θ the coun-
terclockwise angle from the horizontal axis, we take the initial interface geometry to
be
S = {x : |x| = rp(θ)}, (9.8)
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ferential components of the Cauchy stress
tensor along a radial line in the deformed
conﬁguration.
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Figure 11: Instantaneous radial compo-
nent of the normalized velocity ﬁeld in the
cylindrical specimen.
with
rp(θ) = rs + pcos(nθ). (9.9)
We set rs/Z = 0.4 , p/Z = 0.02 and n = 5, corresponding to a 5%, 5-fold symmetric
perturbation. We set the value of the diﬀusion potential at the boundary of the specimen
to be U/Θ = 2.0. As a result, the interface evolves toward the free surface of the specimen
while the swelled phase transitions to the collapsed phase. We ﬁnd that suﬃciently
converged results are obtained using a 30×120 mesh. All results reported in this section
are for that level of reﬁnement.
We ﬁrst investigate the inﬂuence of the interfacial free-energy density σ on the evo-
lution of the interface. The results are presented in Figure 12 for various magnitudes
of the dimensionless interfacial free-energy density σ/Z[[c]]Θ with all other dimensionless
material parameters ﬁxed at those given in Table 1. In each case, the geometry of the
interface in the reference conﬁguration is shown at equally-spaced time intervals. For a
relatively small value of σ/Z[[c]]Θ = 0.001, the perturbation of the interface is observed to
evolve into long and slender “ﬁngers.” Larger values of the interfacial free-energy density
both decrease the average velocity of the interface and stabilize the perturbation. For
values of σ/Z[[c]]Θ above 0.1, perturbations of the interface decay with time.
To characterize the growth/decay of the perturbation, at each time step tn we calcu-
late the deviation
d =
√√√√√√√√√
∫
S
(r − ravg)2 da
∫
S
r2avg da
, (9.10)
from the average radius ravg. The deviation as a function of normalized time is plotted in
Figure 13. For values of σ/Z[[c]]Θ between 0.04 and 0.1, the perturbation decays initially
but then grows as the interface approaches the free surface of the specimen. Figure 14
shows the deformed mesh at the beginning and towards the end of the simulation for the
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(a) σ = 0.001, ∆t/T = 0.013 (b) σ = 0.01, ∆t/T = 0.014
(c) σ = 0.02, ∆t/T = 0.017 (d) σ = 0.1, ∆t/T = 0.02
Figure 12: Interface geometries in the reference conﬁguration for various magnitudes of the
normalized interfacial free-energy density σ. The dashed lines denote the surface of the gel
specimen in the reference conﬁguration.
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Figure 13: Percent deviation d from the average radius as a function of normalized time for
diﬀerent values of the normalized interfacial free-energy density σ/Z[[c]]Θ.
case when σ/Z[[c]]Θ = 0.04. Initially, the inﬂuence of the perturbed interface geometry
is not visible on the surface of the specimen. Towards the end of the simulation, when
t/T = 0.18, the magnitude of the perturbation is approximately 2%. Nevertheless, the
inﬂuence of this small perturbation on the motion y is clearly exhibited by the pattern
that forms on the surface of the specimen as shown in Figure 14.
Figure 14: Deformed meshes at t/T = 0.0 (left) and at t/T = 0.18 (right) corresponding to the
evolution of an initially perturbed interface with normalized σ = 0.04.
We performed additional studies to examine the role of the reciprocal interfacial mo-
bility η. Our results indicate that increasing ηZ/T [[c]]Θ results in a decrease of the
interfacial velocity. This is consistent with the dissipative role of η in the theory. Im-
portantly, however, for values of σ/Z[[c]]Θ below 0.05, it is not possible to stabilize the
interface by increasing ηZ/T [[c]]Θ. The interface geometry in the reference conﬁguration
at equally spaced time steps is shown for select η in Figure 15.
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(a) η = 0.001, ∆t/T = 0.012 (b) η = 0.1, ∆t/T = 0.024
Figure 15: Interface geometry at uniform increments of ∆t/T for select values of the reciprocal
interfacial mobility η. The dashed lines denote the boundary of the gel specimen.
Finally, we were able to use our strategy to observe bulk phase separation. Figure 16
shows the evolution of the interface at equally spaced time intervals obtained using
σ/Z[[c]]Θ = 0.01 and ηZ/T [[c]]Θ = 0.001. Once the interface reaches the boundary of
the specimen, the topology of the front changes from a simply-connected surface to ﬁve
disjoint surfaces. A short time after the topology change, the interface accelerates and
small, isolated pockets of the swelled phase can be observed. Those pockets eventually
disappear with the completion of the phase transition. We note that a rather dramatic
deformation occurs when the interface ﬁrst breaks through the surface of the specimen
and the topology of the phase interface changes. In many of the cases we examined, this
gives rise (brieﬂy) to a breakdown—at the surface of the specimen—in the invertibility
of the motion y. Such noninvertibility is clearly non-physical. While imposing contact
conditions on the motion at the surface of the specimen would preclude this, the results
shown in Figure 16 were obtained without such a constraint.
10 Summary and concluding remarks
In this paper, we provided a generalized form of our sharp-interface theory for chemically-
induced phase transitions in stimulus-responsive hydrogels. Motivated by experimental
observations, we specialized the theory to situations in which the time-scale associated
with the motion of the interface is slow with respect to bulk solute diﬀusion.
Building upon the previous works of Dolbow et al. (2004) and Ji and Dolbow (2004),
we developed a numerical strategy to obtain approximate solutions to the nonlinear evo-
lution equations. This entailed ﬁrst representing the interface as a zero-level set and
recasting the evolution equations into equivalent variational forms. Domain-integral rep-
resentations of the mechanical driving traction, interfacial normal, interfacial curvature,
and jump in solute ﬂux were also provided. Enriched ﬁnite-element approximations to the
diﬀusion potential and motion were then described. A ridge function was used for enrich-
ment in both cases, allowing the ﬁelds to exhibit the correct slope discontinuities across
the phase interface. Discrete forms of the domain-integral representations were developed
without the use of arbitrary domain-size multipliers advocated elsewhere. We described
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Figure 16: Interface geometry in the reference conﬁguration at equally spaced time intervals
∆t/T = 0.008 (left) and the deformed mesh at t/∆t = 18 (right) corresponding to the evolution
of an initially perturbed interface with σ/Z[[c]]Θ = 0.01 and ηZ/T [[c]]Θ = 0.001.
our procedure for coupling these ﬁnite-element and domain-integral approximations to
a ﬁnite-diﬀerence, positive-coeﬃcient scheme for advecting the discrete representation of
the interface.
The results from several benchmark studies were presented to demonstrate robustness
of the numerical methodologies. In comparison to the existing alternatives, we showed
that the combination of enrichment and post-processing with domain integrals provided
a marked improvement in accuracy and rates of convergence in both bulk and interfacial
error norms. We then presented results from our examinations of swelling kinetics in
cylindrical specimens. For stable, self-similar interface evolution, we obtained results for
the deformation rate that compare favorably with experimental observations. The role of
the interfacial free-energy density and reciprocal mobility on unstable interface evolution
were also examined. Suﬃciently large values of the interfacial free-energy density were
found to stabilize the evolution of the interface. Examinations of the deformed surface
of the specimen revealed relatively large undulations, even for small perturbations from
a perfect cylinder for the interface geometry.
Although our strategy makes it possible to investigate a wide range of interesting
phenomena involving SRHs, a number of improvements can be envisioned. Even with
enrichment, it is clear that adaptive mesh reﬁnement would provide a more eﬃcient means
to represent the solution in the vicinity of the interface and to capture the evolving
geometry of the interface. Some work along these lines using the X-FEM has been
performed by Moe¨s et al. (2003), albeit for stationary material interfaces. The use of
enrichment facilitates the adaptive mesh generation because the element boundaries need
not explicitly ﬁt the interface.
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